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Mobile diagnostic oilwell research system
(echo-dynamometer)

System is designed to measure liquid level and casing pressure in oil and
gas wells and to register surface dynamometer card of down-hole pumping
unit operation, to check valves leakages, to calculate estimated well rate,
pump efficiency, pump card and to provide BHP calculation.

System is an easy-mounted, high-reliable and oilfield proven. This is the
most convenient tool to optimize your wells and enhance oil production.

PRODUCT NAME

GEOSTAR-111
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Echo level meter
System is designed to measure liquid level and casing pressure in oil and
gas wells, to make pressure buildup test, to calculate SBHP and PBHP.
System may be equipped with five different acoustic generators (gas
guns). High sensitivity.

GEOSTAR-111.E

Dynamometer

It is designed for complete diagnosis of the pumping unit. Registration
the surface and pump dynamometer cards. It allows to check the valves
leakages, estimate the well rate production and pump efficiency, the
counterbalance effect and predict the equipment failures.

Wireless device is also available.

GEOSTAR-111.D

Automatic echo level meter
Automatic registration of the liquid level depth and casing pressure
according to the user-defined time scheme in the standalone mode.

The main application is the registration the level and pressure build-up
curves. It can be used in the remote systems to log and to control of liquid
level depth.

Wireless model is available.

GEOSTAR-112

Remote monitoring automation control system

Automation remote system is designed to monitor and control remote
devices and equipment. System gathers data from remote wells through
sensors and prepare these data to optimize production.

Generally the automation system is used for oil wells equipped with SRP,
PCP, ESP and water injection system.

System provides the liquid level, dynamometer data, power, pressure,
temperature and well rate registration, transfersthe measured data to the
control center by means of GPRS/SMS/Wi-Fi.

Ability to control of equipment for power switch on/off according to the
setpoints to prevent damages and failures.

GEOSTAR-111.DD

Flowmeter

Used for the one-phase liquid to log the flow values on the user-defined
scheme. Flow data can be synchronized with pressure wellhead data and
used for calculation of reservour’s characteristics.

It consists of the primary flowmeter transducer DPI and flow memory
counter.

GEOSTAR-SVU-102

Downhole pressure gauge
Used for measuring and storing the pressure, temperature values in the

GS-AMTS
borehole of oil and gas wells on the user-defined time scheme.
Wellhead pressure gauge
Used for measuring and storing the pressure values on any places
GS-AMTU

equipped with the standard pressure gauge connection. Registered data
can be transferred to computer or handheld.




